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Effect of Distributed Power-Flow Controller
(DPFC) on Power System Stability
Seyed Reza Aali∗, Pouria Maghouli†,
Distributed flexible AC-transmission system (D-FACTS) is a recently advanced FACTS device with high flexibility and smaller size.
The DPFC can control power flow in transmission lines, regulate bus voltages and it can also enhance stability margin in power grids.
Adaptive-neural network-based fuzzy inference system (ANFIS) combines features of artificial neural network and fuzzy controller.
The ANFIS is nonlinear controller that can improve stability of the power system under different operating conditions. This paper
presents the application of the neuro-fuzzy in DPFC-auxiliary controller to improve stability of power systems using wide area
measurements provided by PMUs. This controller is implemented in a two power system test case. The simulations show that DPFC
based ANFIS-auxiliary controller in series or, and shunt converter can damp oscillations and increase stability in a wide range of
system operating conditions rather than the classic-auxiliary controller used conventionally in the DPFC.
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I

I NTRODUCTION

The flexible AC transmission systems (FACTS) devices can
propose more control functions; including voltage regulation,
power flow control and improving stability and dynamic behavior of advanced power systems while their important capabilities are reactive power compensation, voltage control and power
flow control [1].
The UPFC is mainly used to control the power flow in a transmission system. The UPFC located between two buses is used
to control the active and reactive powers flowing in transmission
line while controlling voltage at the main bus. It consists of two
converters, one connected in shunt and other in series between
two buses. The shunt and series converters can exchange power
through a DC link [2].
Distributed FACTS (D-FACTS) devices use a similar approach
for implementing high power FACTS devices. The D-FACTS
devices with lower costs and more flexibility can enhance the
reliability and controllability of transmission and distribution
systems. These devices improve asset utilization and end-user
power quality with minimizing system cost and environmental effects [3], [4]. The concept of a distributed power flow
controller (DPFC) is utilized to illustrate the flexibility of a DFACTS device. The DPFC has the same control capability as
the UPFC, which adjusts the line impedance, the bus voltage angles, and the bus voltage magnitude. It is composed of multiple
small-size single-phase converters instead of the one large-size
three-phase series and shunt converter as in the UPFC. It places
in transmission lines in a distributed method [5].
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The main application of DPFC lies in its ability in controlling
the power flow through the grid. This capability can be used
for more efficient usage of existing power grids which faced
new challenges as the penetration of renewable power generation increased substantially in recent years. However, DPFC
can propose a wide range of benefits to the grid and act as
one of main equipment of the future smarter transmission grid.
Power oscillation damping and dynamic stability enhancement
using FACTS devices such as gate-controlled series capacitors
(GCSC), SVC, STATCOM and UPFC has been well elaborated in the literature [6-9]. A unified model for the analysis
of FACTS devices in damping power system oscillations and
different control techniques for damping undesirable inter-area
oscillations in power systems have been proposed by means of
power system stabilizers (PSS), SVCs, STATCOMs and DPFC
[10-13].

Power systems containing generators and power electronics
based FACTS devices are large-scale nonlinear and multivariable systems with dynamic characteristics over a wide range
of operating conditions. The conventional linear control techniques (classic or PI controller) have been widely used to design
the internal controllers of FACTS devices [1], [2].

Nonlinear controllers such as fuzzy logic controllers, neural networks, Adaptive neuro-fuzzy interface system (ANFIS) and etc.
can provide better performance in systems with nonlinear behavior. These controllers also need no mathematical model of
the system and are robust against all disturbances. ANFIS has
abilities such as learning, adaptation and to make inferences
[14-17].

c 2016 Faculty Engineering, Shahed University, P.O.Box: 18151-159, Tehran, Iran.
Published by Shahed University Publishing Center.

100

JEPECS VOL. 1, NO. 3, PP. 99-106, AUTUMN 2016

Figure 1: DPFC structure and components in a power system

This paper presents an effective control scheme for DPFC in a
power system with ANFIS-damping controller to present adequate damping in power systems under various operating conditions. The damping characteristics of a conventional PID damping controller and the designed ANFIS-damping controller is
compared which shows excellent performance of the proposed
controller.
This paper is organized as follows; the structure and main components of DPFC is introduced in Section II. The control strategy of the DPFC is expressed in section III. Design procedure
of damping controller based on PID and ANFIS controllers are
presented in Sections IV and V respectively. Simulation results
and comparative analysis of the studied system response with
PID and the designed ANFIS-damping controllers in a two area
power system and three machines, 9 buses system (WSCC) are
described in Section VI. Specific important conclusions of the
paper are drawn in Section VII.
II

D-FACTS D EVICE

Distributed power flow controller (DPFC) is derived from the
UPFC with a same concept and functionality. The DPFC have
the capability of controlling main system parameters i.e. power
flow, bus voltage angle and magnitude. The common DC link
between the shunt and series converters is eliminated in the
DPFC [5]. Low cost, high reliability and high control capability
are main characteristics of the DPFC in contrast to the UPFC
[5].
Fig. 1 shows a conceptual schematic of a DPFC used in a transmission line for managing power flow by controlling the line
impedance, bus voltage angle and magnitude in a transmission
line.
Active and reactive power exchange between the shunt and series converters in the DPFC is implemented through third harmonic currents. In a three-phase system, the 3rd harmonic
in each phase is identical, which means they treated as zerosequence components. The zero-sequence harmonic can be filtered by Y − ∆ transformers which are placed in two sides of
the DPFC [15].
The common DC link of the UPFC is eliminated in the DPFC
configuration and series converters are distributed along the

transmission line. The DPFC consists of one shunt and several
series-connected single phase converters. The shunt converter is
similar to a STATCOM, while the series converter uses the distributed synchronous series compensator (DSSC) concept. The
DPFC uses several single-phase converters instead of one threephase converter and they are independent from each other [5],
[12-13]. The converters of the series units (DSSC) are connected to the transmission line by single-turn transformers and
inject a controllable voltage directly into the line. Most of the
voltage injected by a DSSC unit is in quadrature with the line
current to control power flow in transmission line by inserting
inductive or capacitive impedance [13].
III

T HE C ONTROL S TRATEGY OF DPFC

The central control unit generates reference signals for the shunt
and series converters of the DPFC to regulate the bus voltage
and to control power flow in transmission line. All the reference
signals generated by the central control unit are corresponded to
the fundamental frequency components.
A

The Series Converter Controller

Fig. 2 shows control system of the series converter [3], [13],
[18], [19]. The phase-locked loop (PLL) in the series converter
extracts phase angle (θ) from the line current. The phase shifter
changes the phase θ to θ − 900 to increase power flow in transmission line. The voltage regulator regulates DC voltage and it
tracks the reference DC-voltage. Hence, The DSSC injects a series voltage in quadrature with the line current and consequently
can control active and reactive power in the transmission line.
B

The Shunt Converter Controller

Fig. 3 indicates block diagram of the shunt converter controller
in the DPFC [5], [19-21]. When the |Vt | > |Vref |, the reactive power flows from the AC system to the STATCOM and the
STATCOM operates as an inductive load. When |Vt | < |Vref |,
reactive power flows from STATCOM to the AC system and
STATCOM operates as a capacitive load. The shunt converter’s
control system aims to inject a controllable reactive current to
the grid and keeping the capacitor DC voltage at a constant level
[5].
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obtained from PMUs.
To make the series and/or shunt converter able to mitigate low
frequency power oscillations and improving power system stability, an auxiliary control loop has been added in the main series and/or shunt controller of the DPFC as shown in Fig. 2(a)
and Fig. 3(a). The transfer function H(s) of the PID damping
controller is as follows [22], [27]:


KI
sTw
KP +
+ s · KD
(1)
H(s) =
1 + sTw
s
Where Tw is the time constant of the washout term which acts
as a high-pass filter. Parameters KP , KI and KD are the proportional gain, integral gain, and derivative gain of the damping
controller respectively.
Figure 2: Block diagram of the series converter (DSSC) with (a) PID The classic PID controller explained in this section may not stabilize the power system under parameter variations and nonlindamping controller and (b) with ANFIS damping controller
ear disturbances satisfactorily as presented in section VI.
V

Figure 3: Block diagram of the shunt converter (STATCOM) with (a)
PID damping controller and (b) with ANFIS damping controller

IV

D ESIGN OF A PID DAMPING C ONTROLLER FOR
S ERIES AND S HUNT C ONVERTER

D ESIGN OF A ANFIS DAMPING C ONTROLLER FOR
S ERIES AND S HUNT C ONVERTERS

The Adaptive neuro-fuzzy interface system (ANFIS) technique
provides a procedure for fuzzy modeling procedure to learn information about a data set, in order to compute the membership
function parameters that best allow the associated fuzzy inference system to track the given input-output data. ANFIS uses
either back propagation (BP) or a combination of least squares
(LS) estimation and back propagation called hybrid method for
membership function parameter estimation. The neuro-fuzzy
controller controls the plant in an optimal approach in the presence of noise and uncertainty. For the most part, the neurofuzzy controller can be adapted/tuned online while controlling
the plant [28-31].
In the ANFIS, the forward pass learning estimates the consequent parameters and backward pass learning updates the
premise parameters. The generic fuzzy rules of ANFIS are:
R1 : IF x is A1 and y is B1 then f1 = a1 x + b1 + c1
R2 : IF x is A2 and y is B2 then f2 = a2 x + b2 + c2
Where x, y are inputs, Ai , Bi are membership functions, and
ai , bi , ci are consequent parameters [28].
Fig. 4 indicates the structure of adaptive network based on fuzzy
inference system (ANFIS). The ANFIS network is consisted of
five layers. Each layer contains different nodes described by the
node function. Let Oj·i denotes the output of the ith node in
layer j [32]:
Layer 1: every node i is an adaptive node with node function:

For damping power oscillations and enhancing power system
stability, an auxiliary controller could be added to the main controller of the DPFC [18-22]. The conventional PID damping
controller consists of a washout and PID block.
Synchronized phasor measurements units (PMUs) provide state
O1,i = µAi (x)
(2)
measurements including voltage magnitude, voltage phase anO1,i = µBi (y)
(3)
gle, and frequency [23], [24]. Wide-area feedback consisting
of phase angle and frequency measurements from PMUs in the In our model, Gaussian membership function is used as:


areas is used for designing auxiliary controller to damp the os1 x − ci 2
cillations [25], [26].
)
(4)
µAi (x) = exp − (
2 σi
The input of auxiliary damping controller is the deviations of
voltage phase angle ∆θ12 (θ1 − θ2 ) between two buses of syn- Layer 2: each node II multiplies incoming signals and sends the
chronous machines (areas of a power system). Its output is a product out.
damping signal to the main control system in order to improve
O2,i = ωi = µAi (x) · µBi (y)
(5)
the system damping. The deviations of phase angle ∆θ12 are
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Layer 3: each node computes the ratio of the ith rule’s firing variables ∆θ12 , ∆P12 and from output variable ∆γ (in series
strength to the sum of all rules’ firing strengths
converter) or ∆V (in shunt converter) controller.
A hybrid learning algorithm (BP and LS) is used for training
ωi
O3,i = ωi =
(6) to optimize MFs and rules (inference system) of the fuzzy conω1 + ω2
troller and transform the FLC to ANFIS controller. The ANEach output is calculated by product of normalized weights and FIS damping controller with a fewer number of rules and MFs
(system with 9 rules and 3 MFs).can provide the same level of
consequent part.
Layer 4: Every node i in this layer is an adaptive node with a performance as the original one. After reducing the rules, the
computation becomes faster and hence, takes less memory.
node function:
O4,i = ω i · fi = ω i (ai x + bi + ci )

VI

(7)

R ESULTS OF S IMULATION AND D ISCUSSION

Fig. 6 shows a two area power system with DPFC in the main
interconnection transmission line used here for analyzing the
proposed controller performance. A 1000 MW hydraulic generation plant (Gen-1) is connected to a load center via a long 500
kV, 700 km transmission line. The load center is a 5000 MW
resistive load. The load is fed by the remote 1000 MVA plant
and a local generation of 5000 MVA (plant Gen-2). A load flow
Therefore, an adaptive network is functionally equivalent to has been done on this system with plant Gen-1 producing 950
MW and plant Gen-2 generates 4046 MW. The line transmits
Sugeno-fuzzy inference system.
944 MW and its surge impedance loading (SIL) is 977 MW [1],
[32]. Simulation for dynamic and transient-stability analysis has
been done in MATLAB/Simulink environment.

Where ωi is the normalizedPoutput of layer 3.
Layer 5: the single node
computes the final output as the
summation of all incoming signals.
P
X
i ωi · fi
ωi · fi = P
(8)
O5,i =
i ωi
i

A

Figure 4: The structure of adaptive-network-based on fuzzy

In the proposed damping controller, a two-input, one-output
FLC is considered. The input signals for the fuzzy controller
are the phase angle deviations of the bus voltages (∆θ12 ) and
active power deviations (∆P12 ) to generate the modulated control input ∆γ/∆V in Fig. 2(b) and Fig. 3(b).

Figure 5: Fuzzy-supplementary damping controller

The membership functions (MFs) and the consequent models
in fuzzy controller are tuned based on behavior of the DPFC
and observations. The fuzzy controller uses 25 rules and 5 MFs
in each variable to compute output and exhibits good performance. Five linguistic variables for each input and output variable are defined, namely, Positive Big (PB), Positive Medium
(PM), Zero (Z), Negative Medium (NM), and Negative Big
(NB). Also, the centroid defuzzification strategy was used in
this fuzzy controller to generate auxiliary signal ∆γ in DSSC
and ∆V in shunt unit (STATCOM) main control systems.
To design the ANFIS controller, some data sets are required;
the training data have been achieved by sampling from input

Dynamic Stability Analysis

For analysing the behaivour of the proposed controller, different
disturbances with different operational conditions are studied
and the most sever one is reported. It is assumed that a selfclearing three phase fault to ground with fault resistance of 5Ω
is occurred near bus A in the system under study and the fault
is cleared after 85 milliseconds. Fig. 7 compares power system
parameters in two cases i.e. with and without DPFC located in
the transmission line but without any auxilary controller in the
DPFC. The effect of DPFC in improving system stability during
the fault can be observed. Indeed the instability of power system without DPFC is occurred immeduately after fault clearing
and the stability margin of the simulated two area power systen with DPFC is more than the one without DPFC. The DPFC
without auxillary controller cannot satabilize the power systen
in transisent analysis.
In fact the DPFC provides a delay of about one second in phase
angle deviation in this system. However with the proposed controller, system stability will improve significantly as in Fig. 8.
In an attempt to verify the performance of the proposed controller in damping power system oscillations, damping controller based PID (classic) and proposed ANFIS controller are
incorporated in the DPFC and their effect on power system behavior is shown in Fig. 8. It compares the results using DPFC
with different damping controllers. The damping controller has
been inserted in series and/ or shunt converter (converters) of
the DPFC.
B

Transient Stability Analysis

Here it is assumed that a self-clearing three-phase fault with
fault impedance of 0.1Ω and with 85 milliseconds duration is
occurred at bus (A) near machine Gen-1. Fig. 9 shows a considerable improvement in power system transient stability by using

103

P. MAGHOULI et al. EFFECT OF DPFC ON POWER SYSTEM STABILITY

Figure 6: The two area power system used for simulations

the proposed ANFIS auxiliary controller in the DPFC.
Based on above results following conclusions can be summarized:
• The DPFC with ANFIS damping controller in series and/
or shunt converters has a much more influence on oscillation damping ratio than DPFC with PID damping controller over a wide range of disturbances. Also the bus voltage of the power system has been regulated significantly
with a DPFC equipped with ANFIS damping controller.
• The series converter with damping controller improves dynamic performance and stability of the power system much
more than the shunt converter with damping controller.
Please note that a more detailed analysis on this application
could be find in [33].
VII

C ONCLUSION

In this paper an ANFIS based auxiliary controller design is proposed for a DPFC to improve dynamic and transient performance of power systems. A combination of both back propagation and least square algorithms has been used for training
the ANFIS system. Simulation results show that the proposed
DPFC based ANFIS auxiliary controller mitigates low frequency oscillations (LFO) better than conventional controllers.
The performance of the neuro-fuzzy controller based DPFC has
been compared with classic controller in transient stability analysis also and results shows a better transient behavior of the
power system under the study. Therefore it can be concluded
that the proposed auxiliary controller improves both dynamic
and transient stability of power systems.
The results also show that the DPFC without a specific auxiliary
controller can’t mitigate oscillations in a power system. It is
shown that the DPFC with ANFIS damping controller in series
and/ or in shunt converter can effectively damp electromechanical oscillations and improve transient stability.
Also, the series converter with damping controller mitigates low
frequency oscillations and shows a better performance than the
shunt convertor damping controller. The critical clearing time
increases for the proposed controller compared to its conventional controller. For practical implementation, the stochastic
communication delay of PMUs should be effectively handled
which is considered as future work

R EFERENCES
[1] N. G. Hingorani., and L. Gyugyi, ”Understanding FACTS: Concepts and
Technology of Flexible AC Transmission System”, Wiley-IEEE Press,
1999
[2] K. R. Padiyar, ”FACTS Controllers in Power Transmission and Distribution”, New Age International (P) Ltd. Publishers, 2007
[3] D. Divan, W. Brumsickle, R. Schneider, B. Kranz, R. Gascoigne, D.
Bradshaw, M. Ingram, and I. Grant, ”A Distributed Static Series Compensator System for Realizing Active Power Flow Control on Existing
Power Lines”, Power Systems Conference and Exposition, IEEE PES,
pp. 654–661, 2004
[4] P. Fajri, S. Afsharnia, D. Nazarpour, and M. A. Tavallaei, ”Modeling,
Simulation and Group Control of Distributed Static Series Compensators”, American J. of Engineering and Applied Sciences 1 (4), pp. 347357, 2008
[5] Z. Yuan, S.W.H. de Haan, J. B. Ferreira, and D. Cvoric, ”A FACTS
Device: Distributed Power-Flow Controller (DPFC)”, IEEE Trans. on
Power Electronics, vol. 25, no. 10, pp. 2564–2572, 2010
[6] F. D. de Jesus, E. H. Watanabe, L.F.W. de Souza, and J.E.R Alves ”SSR
and Power Oscillation Damping Using Gate-Controlled Series Capacitors (GCSC)”, IEEE Trans. Power Delivery, vol. 22, no. 3, pp. 1806–
1812, 2007
[7] B.K. Kumar, S.N. Singh, S.C. Srivastava, ”Placement of FACTS Controllers Using Modal Controllability Indices to Damp out Power System
Oscillations”, IET Generation, Transmission & Distribution, vol. 1, no.
2, pp. 209–217, 2007
[8] M.S. El-Moursi, B. Bak-Jensen, and M.H. Abdel-Rahman, ”Novel STATCOM Controller for Mitigating SSR and Damping Power System Oscillations in a Series Compensated Wind Park”, IEEE Trans. Power Electronics, vol. 25, no. 2, pp. 429-441, 2010
[9] H. Shayeghi, S. Jalilizadeh, H. Shayanfar, A. Safari ”Simultaneous Coordinated Designing of UPFC and PSS Output Feedback Controllers Using
PSO”, Journal of Electrical Engineering, vol. 60, no. 4, pp. 177–184,
2009
[10] N. Karpagam, D. Devaraj, P. Subbaraj, ”Improved Fuzzy Logic Controller for SVC in Power System Damping Using Global Signals”, Electr.
Eng., pp. 395–404, 2010
[11] H.F. Wang, F.J. Swift, ”A Unified Model for the Analysis of FACTS
Devices in Damping Power System Oscillations Part I: Single-Machine
Infinite-bus Power Systems”, IEEE Trans. Power Delivery, vol. 12, no. 2,
pp. 941–946, 1997
[12] Y. Zhihui, S.W.H. de Haan, and B. Ferreira, ”Utilizing Distributed Power
Flow Controller (DPFC) for Power Oscillation Damping”, Proc. IEEE
Power Energy Soc. Gen. Meet. (PES), pp. 1–5, 2009
[13] Z. Yuan ”Distributed Power Flow Controller, thesis in Master of Science
in Engineering, Charlmers University of Technology”, 2010
[14] S.N. Sivanandam, S. Sumathi, and S.N. Deepa, ”Introduction to Fuzzy
Logic Using MATLAB”, Springer-Verlag Berlin Heidelberg Publications, 2007

JEPECS VOL. 1, NO. 3, PP. 99-106, AUTUMN 2016

104

[19] R.K. Pandey, and N.K. Singh, ”An Approach for Optimal Power Oscillation Damping with UPFC”, Power and Energy Society General MeetingConversion and Delivery of Electrical Energy in the 21st Century, pp.
1–9, 2008
[20] R.A. Hooshmand, G. Isazadeh, ”Application of Adaptive Lyapunovbased UPFC Supplementary Controller by Neural Network Algorithm
in Multi-Machine Power System”, Electr. Eng., pp. 187–195, 2009
[21] N. Mithulananthan, C.A. Canizares, J. Reeve, G.J. Rogers, ”Comparison
of PSS, SVC, and STATCOM Controllers for Damping Power System
Oscillations”, IEEE Trans. Power Systems, vol. 18, no. 2, pp. 786-792,
2003
[22] L. Wang, and M.S. Thi, ”Stability Enhancement of a PMSG-Based Offshore Wind Farm Fed to a Multi-Machine System Through an LCCHVDC Link”, IEEE Trans. Power Systems, vol. 28, no. 3, pp. 3327–
3334, 2013
[23] R. Klump, and R.E. Wilson, ”Visualizing Real-Time Security Threats
Using Hybrid SCADA/PMU Measurement Displays”, Proceedings of the
38th Hawaii International Conference on System Sciences, page. 55c,
2005
[24] M. M. Eissa, M. E. Masoud, M. M. Elanwar, ”A Novel Back Up Wide
Area Protection Technique for Power Transmission Grids Using Phasor
Measurement Unit, IEEE Trans. Power Delivery, vol. 25, no. 1, 2010
[25] M. Weiss, B. N. Abu-Jaradeh, A. Chakrabortty, A. Jamehbozorg, F.
Habibi-Ashrafi, A. Salazar, ”A Wide-Area SVC Controller Design for
Inter-Area Oscillation Damping in WECC based on a Structured Dynamic Equivalent Model”, Electric Power Systems Research, pp. 1–11,
2016
[26] Y. Chang, Z. Xu, G. Cheng, J. Xie, ”A Novel SVC Supplementary Controller based on Wide Area Signals”, IEEE PES General Meeting, 2006
[27] P. Kundor, ”Power System Stability and Control”, McGraw-Hill Inc,
1993

Figure 7: Comparison parameters between power system with DPFC
and without DPFC a) ∆ω12 , b) ∆Vt1

[15] T.J. Ross, ”Fuzzy Logic with Engineering Applications, John Wiley &
Sons Ltd, 2004
[16] M.N. Cirstea, A. Dinu, J.G. Khor, M. Mc Cormick, ”Neural and Fuzzy
Logic Control of Drives and Power Systems”, Replika Press Pvt. Ltd,
Delhi 110 040, India, 2002
[17] S. Mohagheghi, G.K. Venayagamoorthy, R.G. Harley, ”Adaptive Critic
Design Based Neuro-Fuzzy Controller for a Static Compensator in a Multimachine Power System”, IEEE Trans. Power Systems, vol. 21, no. 4,
2006
[18] M.D. Deepak, E.B. William, S.S. Robert, K. Bill, W.G. Randal, T.B.
Dale, R.I. Michael, and S.G. Ian, A Distributed Static Series Compensator System for Realizing Active Power Flow Control on Existing Power
Lines, IEEE Trans. Power Delivery, vol. 22, no. 1, pp. 642–649, 2007

[28] J. Kacprzyk, ”Fuzzy and Neuro-Fuzzy Intelligent Systems”, PhysicaVerlag Heidelberg, 2000
[29] S.Kim, K. Kwak, J. Ryu, M. Chun, ”A New-Furzy System Modeling
using Gaussian Mixture Model and Clustering Method”,.KFIS, vol. 12,
no. 6, pp. 571–578, 2002
[30] M. Sugeno and G. T. Kang, ”Structure Identification of Fuzzy Model”,
Fuzzy Sets Syst., vol. 28, no. 1, pp. 15–33, 1988
[31] T. Takagi, and M. Sugeno, ”Fuzzy Identification of Systems and its Application to Modeling and Control”, IEEE Trans. Syst., Man, Cybern.,
vol. SMC-15, no. 1, pp. 116–132, 1985
[32] J-S. R. Jang, C.T. Sun, E. Mizutani, ”Neuro-Fuzzy and Soft Computing: A Computational Approach to Learning and Machine Intelligence”,
Prentice Hall, 1997
[33] S. R. Aali, P. Maghouli, ”Power grids stability improvement by distributed power flow controller (DPFC) with ANFIS damping controller”,
Journal of Electrical Engineering, vol. 17, no. 4, 2017.

105

P. MAGHOULI et al. EFFECT OF DPFC ON POWER SYSTEM STABILITY

Figure 8: Comparison of power system parameters equipped by a DPFC with different damping controllers in dynamic condition a) P12 , b)
∆ω12 , c) ∆δ12 , d) ∆Vt1 and e) ∆Vt2
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Figure 9: Comparison of power system parameters equiped by a DPFC with different damping controllers in transient condition a) P12 , b) ∆ω12 ,
c) ∆δ12 , d) ∆Vt1 and e) ∆Vt2

